




Table 1.    Well construction variances that qualify for approval upon request to ADWR 
             (including criteria that must be met to qualify for the variance) 

 
Activity  Description of

Variance 
Criteria That Must Be Met to Qualify 
for Variance 

Category of Wells for  
Which Variance Applies 

A.A.C. Rule From 
Which Variance is 
Granted 

 
Well may be located within 100 
feet of any septic tank system, 
sewage disposal area, landfill, 
hazardous waste facility, storage 
area of hazardous materials or 
petroleum storage areas and 
tanks. 
 

 
 
 
Wells cannot be used for any  water production purposes 
except to provide water samples.  
  

 
 
Environmental Wells 
 
Note: No variance is required to drill 
monitor wells and piezometer wells 
within 100-foot setback zones.  

 
 
 
 
R12-15-818 

 
Surface seal casing may be less 
than 20 feet, but not be less than 
5 feet. 
 

 
Shallow groundwater conditions exist. 
                           Or 
Soil monitoring,  groundwater monitoring or 
remediation activities require shortened seal.   
                           Or 
Groundwater recharge activities require shortened seal. 
 

 
 
Monitor Wells 
Piezometer,Wells  
Environmental Wells 
Exploration Wells 
Specialty Wells 

 
R12-15-811(B)(1) 

 
 
 
 
 
 
 
 
Well Drilling 

 
Well may be screened more than 
10 feet above highest seasonal 
static water level.  
 

 
Monitoring or recharge activities require this type of 
well design. Not allowed in areas of soil or 
groundwater contamination. 

 
Monitor wells 

 
R12-15-811(H)(1) 
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Table 2.    Well abandonment variances that qualify for approval upon request to ADWR   
                         (including criteria that must be met  to qualify for the variance)  

 
Activity Description of

Variance 
Criteria That Must Be Met to Qualify 
for Variance 

Category of Wells for  
Which Variance Applies 

A.A.C. Rule From 
Which Variance is 
Granted 

 
Well may be filled with clean, 
fine sand. 
 

 
Well must be greater than 8 inches in diameter and  
penetrate a single aquifer only, with  no vertical flow 
components.  No water quality issues may exist. 
 

 
 
Any well that meets the required 
criteria. 

 
 
R12-15-816  

 
Well may be filled with 
alternating layers of 50 feet of 
clean, fine sand and 10 feet of an 
acceptable grout material as 
provided in Well Abandonment 
Handbook1, Alternative 5, 
variance option 1.  
 

 
 
Well must be greater than 8 inches in diameter and  
penetrate a single or multiple aquifers with vertical flow 
components.  No water quality issues may exist. 

 
 
 
Any well that meets the required 
criteria. 

 
 
 
 
R12-15-816  

 
 
 
 
 
 
 
Well 
Abandonment 

 
Clean, fine sand or an approved 
grout material or mixture may be 
used to fill well above and below 
aquifer boundary seals.  Aquifer 
boundary seals must be installed 
as provided in Well 
Abandonment Handbook1, 
Alternative 5, variance option 2.  
 

 
 
 
Well must be greater than 8 inches in diameter and  
penetrate a single or multiple aquifers with vertical flow 
components.  No water quality issues may exist. 

 
 
 
 
Any well that meets the required 
criteria. 

 
 
 
 
R12-15-816  

 
 

                                                           
1 “Well Abandonment Handbook” refers to the Well Abandonment Handbook issued as a substantive policy statement by the Director on September 20, 2001.  A 
copy of the Well Abandonment Handbook is on file with the Arizona Secretary of State and is also available as a PDF file from the Arizona Department of Water 
Resources Internet website at http://www.water.az.gov/. 
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